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Product Features

Introduction

Eastman Front Terminal Series batteries are mainly used in the 

area of communication. By adopting a new AGM separator and 

centralized venting system, the battery can be installed in 

different positions while maintaining high reliability. Available in 

gel technology also.
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• Low internal resistance.

• Long service life.

• High energy density.

• Very low self-discharge.

• Container available in flame retardant (UL 94-V0).

• Capacity range: 50Ah to 200Ah. 

• Available in: 12V blocks.

• EUROBAT design life: 10/12 years, Long Life.

• Self-discharge per month: ≤ 3% at 25°C.

• Operation temperature range: - 20°C to + 50°C .

• Recommended operation temperature: 25°C.
UPS, Telecommunication, Solar Systems.

Application Scenarios

Product Specifications

Characteristics

Certifications
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Ambient Temperature: 25°C

Usage
Standby Use         Cycle Use

2V Cell 4V Battery 6V Battery 12V Battery 2V Cell 4V Battery 6V Battery 12V Battery

Charge Voltage (V) 2.25~2.30 4.50~4.60 6.75~6.90 13.5~13.8 2.40~2.50 4.80~5.00 7.25~7.50 14.5~15.0

Max Charge Current (A) 0.3C* 0.3C 0.3C 0.3C 0.3C 0.3C 0.3C 0.3C

Max Charge Current 
HR (A)

0.08P* 0.08P 0.08P 0.08P 0.08P 0.08P 0.08P 0.08P

Discharge Current 
(A)

Final Voltage (V)

2V Battery 4V Battery 6V Battery 12V Battery

0.05C
20 1.75 3.50 5.35 10.50

0.1C10 ~ 0.25C 10 1.80 3.60 5.40 10.80

0.55C
20 1.75 3.50 5.25 10.50

1C
10 
~ 3C

10
1.60 3.20 4.80 9.60

Charge Voltage & Charge Current

Characteristics & Cycle Life 

Discharge Voltage & Final Voltage

Notes

• “C” means Ah value of battery’s rated capacity. “P” means watt value of battery’s rated power (HR series).
• When the ambient temperature is outside of 15°C to 35°C range, use a temperature compensation factor 
         ±3 mV/°C/cell (standby charge) or ±5 mV/°C/cell (cycle charge), starting from the standard centre point at 25°C.
• When charging, the ambient temperature should be in the range of - 10°C to + 50°C.
• End of discharge voltage should vary according to the discharge current.
• Battery voltage must be higher than its corresponding end voltage when discharge.
• Charge the batteries immediately after discharge.
• When discharging, the ambient temperature should be in the range of - 15°C to + 50°C.

Ambient Temperature: 25°C

Charging & Discharging | Characteristics & Cycle Life 

Technical Information
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Disharge Characteristics (25˚C) 
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Charging Characteristics (25˚C)
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Charge voltage: 2.40V/cell
Charge current: 0.20CA 
Temperature: 25°C 
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Temperature (°C) 
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Temperature effects on capacity 

Number of cycles (cycles) 

20 

100%D.O.D 50%D.O.D 

100 

120 

0  200  400  600  800  1000  1200  1400 

30%D.O.D60 

80 

40 C
ap

ac
it

y 
(%

) 

Cycle Life on D.O.D (25˚C) 



Terminal Type & Position

Technical Information
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