














































Report No.: TUV/PTL/19-20/SFTY-WT/0049

Date: 19/02/2020 

Table 8.4: Cycle endurance test in Photovoltaic application (Extreme 
Conditions): 

A) EM150D

Sr.No. Test Nominal Nominal Unit Capacity Ah out Spec for test 
Capacity Capacity No after unit End termination after unit 
@C20(Ah) @C10(Ah) end 

1 0 144.2 0.00 

2 1 128.0 108.00 

3 2 113.0 108.00 

4 3 111.4 108.00 

5 C10 150 135 4 117.3 108.00 

6 5 108.4 108.00 

7 6 112.9 108.0 

8 7 122.1 108.0 

9 8 112.5 108.0 

B) EM200D

Sr.No. Test Nominal Nominal Unit Capacity Ah out Spec for test 
Capacity Capacity No after unit End termination after unit 
@C20(Ah) @C10(Ah) end 

1 0 182.5 0.00 

2 1 172.7 144.00 

3 2 152.9 144.00 

4 3 151.8 144.00 

5 C10 200 180 4 156.8 144.00 

6 5 156.1 144.00 

7 6 146.5 144.00 

8 7 147.3 144.00 

9 8 145.0 144.00 

C) EM220D

Sr.No. Test Nominal Nominal Unit Capacity Ah out Spec for test 
Capacity Capacity No after unit End termination after unit 
@C20(Ah) @C10(Ah) end 

1 0 215.5 0.00 

2 1 200.1 160.00 

3 2 168.9 160.00 

4 3 172.3 160.00 

5 C10 220 200 4 175.4 160.00 

6 5 176.1 160.00 

7 6 176.2 160.00 

8 7 180.6 160.00 

9 8 164.6 160.00 
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